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BABY 
 SAFE 
 SOLUTIONS

STANDARD FEATURES

• Easy to install

• Sanitary, safe and strong

• All units fold up; no obstruction when not in use

• Easy to clean

• Large weight capacity

• ADA Compliant

• Easy open and close

SHOWN: 9014  B A B Y C H A N G I N G S TAT I O N
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BABY CHANGING STATIONS PRODUCT SPECIFICATIONSBABY CHANGING STATIONS PRODUCT SPECIFICATIONS

WHAT MAKES OUR BABY CHANGING STATIONS UNIQUE?

LARGE WEIGHT 
CAPACITY

Our baby changing stations 
have been tested using 
ASTM F2285-04 and  
EN 12221-1 protocol for a 
static load and in addition 
have been tested to hold a 
weight in excess of 350 lbs.

ADA ACCESSIBILITY 
STANDARD COMPLIANT

Our units are engineered 
to comply with the 
standards set forth by the 
American Disabilities Act for 
accessibility and safety.

EASY OPEN AND CLOSE

Our units are designed for 
easy one-handed operation 
and shaped to safely cradle 
a child’s body.

FUNGUS- AND BACTERIA- 
RESISTANT SOLID 
PLASTIC

The FDA-approved plastic 
can be used for our baby 
changing stations and  
has been shown to inhibit  
the growth of bacteria  
and fungus.

FDA 
approved

Baby Changing Stations
ASI offers baby safe solutions for baby changing stations. All units are easy to install, durable and sanitary. 

To meet your washroom needs, we offer numerous choices along with many ADA-compliant models.

up to 
350 

lb. capacity

9015  Vertical stations available as well
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9014  HORIZONTAL SURFACE MOUNTED SOLID  
PLASTIC BABY CHANGING STATION

This horizontal unit has a pull handle and concealed 
damped gas spring, assisting in easy operation.  
Can be fabricated of FDA-approved fungus- and  
bacteria-resistant solid plastic. Unit is ADA compliant  
and supports a static load of 300 lbs. Its vinyl-coated,  
adjustable safety strap assures child protection.

Overall Dimensions: 

9015  VERTICAL SURFACE MOUNTED SOLID PLASTIC 
BABY CHANGING STATION

Vertical format. Unit is ADA compliant and shall support  
a static load of 300 lbs. and be tested in excess of 350 lbs.

Overall Dimensions: 

NEW

Closed: 
355⁄32" x 241⁄4" x 37⁄8" 
(893 x 616 x 98 mm)

Open: 
355⁄32"x 241⁄4" x 22" 
(893 x 616 x 559 mm)

Closed: 
241⁄4" x 355⁄32" x 37⁄8" 
(616 x 893 x 98 mm)

Open: 
241⁄4" x 355⁄32" x 327⁄8" 
(616 x 893 x 835 mm)

NEW
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9018  HORIZONTAL RECESSED MOUNTED STAINLESS 
STEEL BABY CHANGING STATION

Unit is ADA compliant and shall support a static load of  
300 lbs. and be tested in excess of 350 lbs.

MODEL OPTIONS: 
9018-9 With stainless steel collar for surface mounting.

Overall Dimensions:
Closed: 
395⁄32" x 281⁄4" x 3⁄8" 
(995 x 718 x 10 mm)

Open: 
395⁄32" x 281⁄4" x 181⁄2" 
(995 x 718 x 470 mm)

Wall Opening: 
351⁄2" x 241⁄2" x 4" min  
(902 x 622 x 102 mm)

9017  VERTICAL RECESSED MOUNTED STAINLESS STEEL  
BABY CHANGING STATION

This vertical station has a door facing and collar made  
from 18 gauge 304 stainless steel. Can be fabricated of  
FDA-approved fungus- and bacteria-resistant solid plastic.  
ADA compliant and shall support a static load of 300 lbs.

MODEL OPTIONS:  
9017-9 With stainless steel collar for surface mounting.

Overall Dimensions:

Wall Opening:
241⁄2" x 351⁄2" x 4" min 
(622 x 902 x 102 mm)

NEW

Closed: 
281⁄4" x 395⁄32" x 3⁄8" 
(718 x 995 x 10 mm)

NEW

Open: 
281⁄4" x 395⁄32" x 293⁄8" 
(718 x 995 x 746 mm)
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9012 SURFACE MOUNTED BABY CHANGING STATION 

Modern styling and easy-to-clean surface is fabricated of 
100% high-density polyethylene. Easy opening/closing 
pneumatic mechanism has oversized hinge and safety 
stop system. The built-in dispenser for towels or sanitary 
liners, hooks for diaper bag and purse, plus multi-lingual 
instructions add friendliness and convenience. Unit is  
ADA compliant and shall support a static load of 300 lbs. 
Surface mounted. Only 4" (102 mm) deep when closed.

Overall Dimensions:

9020 TODDLER SAFETY SEAT

This solid plastic seat, mounted on the inside of the toilet 
partition, either on the door or panel, allows a parent 
to take a toddler into the stall with them. Unit is ADA 
compliant. Unit shall support a static load of 50 lbs.

Overall Dimensions:

Closed: 
36" x 221⁄4" x 4" 
(914 x 565 x 102 mm) 
  

Open: 
36" x 221⁄4" x 207⁄16" 
(914 x 565 x 519 mm)

Closed: 
121⁄2" x 213⁄4" x 51⁄2" 
(318 x 552 x 140 mm) 

Open: 
121⁄2" x 213⁄4" x 111⁄8" 
(318 x 552 x 283 mm)

NEW
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9013  RECESSED STAINLESS STEEL BABY 
CHANGING STATION

ADA-compliant unit features welded stainless steel for long 
and reliable use. Exposed surfaces are satin finish. Easy one-
handed operation is assisted by a pull handle and concealed 
spring. The changing surface is high-impact-resistant plastic 
for easy cleaning. Its adjustable safety strap and 400 lb.  
(181 kg) load capacity assures child protection. Unit is  
ADA Compliant.

9013-9 (Not Shown) SURFACE MOUNTED STAINLESS  
                STEEL BABY CHANGING STATION

With stainless steel collar for surface mounting.

Overall Dimensions:

Wall Opening:
341⁄4" x 223⁄4" x 33⁄4" min 
(870 x 578 x 95 mm)

Closed: 
37" x 251⁄2" x 1⁄4" 
(940 x 648 x 6 mm)  

Open: 
37" x 251⁄2" x 173⁄4"
(940 x 648 x 451 mm)
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And only ASI Group offers the industry’s 

most cutting-edge hand dryers, soap 

dispensers, baby changing stations, paper 

towel dispensers, toilet partitions, lockers 

and much, much more.

 ONLY ASI CAN 
 SUPPLY EVERYTHING 

 FOR YOUR 
 WASHROOM

© 2015 American Specialties, Inc., an ASI Group Company ASI98630115

American Specialties, Inc.
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