INSTALLATION / PHENOLIC

FLOOR TO CEILING
INSPECTION

-
Accurate
Partitions

WALL BRACKETS AND

Before proceeding confirm that backing of walls
and floor is adequale to support secure mounting

The components for this project have been
custom fabricated, They are guaranteed with
respect to manufacture and workmanship
and were inspected at the factory. Before
beginning work, the units should be
inspected. If damage occurred in transit,
report immediately to the freight company or
other agencies that may have caused the
damage.,

n POSITION PANEL

- T 2 T e
. . a ..

a. Place panel on a support 12",
above the floor.

b. Set it into wall brackets but do
not fasten panel at this time.

E DOOR ASSEMBLY
AND HANGING

UPPER PILASTER
HINGE PORTION

MISCELLANEOUS

HARDWARE

a. Install door bumper (and hook) in
proper position.

iy—A—

"
i

PILASTER

— | layout drawing.

LAYOUT | NOTE: FLOOR MUST BE CONCRETE

‘R’ = package lists that have
: et accompanied this job.
I b. Establish and mark pilaster center
line from back wall.

% a. Review the layout drawings and
e i i

|
| | ¢. Establish and mark panel center
i - | lines for wall brackets.
1 : d. Establish pilaster floar anchor
| | locations from side wall according
i " 1 1o shop drawings.(NOTE: anchors
will be 3/4” from edge of pilaster)
e, Mark wall bracket holes using
as

PREPARATION
a. Align "U" brackets in position
- on rear of pilasters. Refer to

a. Slide shoes onto pilaster.

over threaded rods to support pilaster
mounting bar.

b. Fasten “U" brackets to c. At the floor pesition pilaster and mounting

pilasters with screws. ; bar on wedge anchars and attach lightly
@ a_t:[mu -:s. w:;muﬂf“ with square flat washer, lockwasher and
brackel locking nut.
prepared for wall (and floor i ]
Aﬁ:" fastening) as required by R 3 et
2 layout. e bt
/1 LA W | s
/ | maca vaw e magne WASHER S
| ! i
[ S:IJ B i Ry

Il nstaLL piLasTers

b, Thread support nuts and mounting washers

FLOOR BRACKETS Sl A e S e

a. Drill holes for wall brackets and floor

——— raavinan 7 g of (A ska for
T“‘TH—:-\i_f'_g"“‘/ o fastening devices supplied.
S sy ﬂ?’#‘— b. Insert anchoring devices in walls and secure
! amaRe oo ] i wall brackets.
= + - c. Install wedge anchor, washer and nut into
| i:::: | I concrete floor and tighten.
i e | B
- i | -
| 1 T ’1 ! ‘?
/‘.m .Il
M:s—_]% 3 1 I..

SECURING PILASTERS
AND PANELS

Pilasters must be both plumb and level. | 'l
When erecting multi-compartment | ¢
installations adjustments should start with [T |
center compartments. .'_djl\..‘ e
a. Level each pilaster by adjusting )
support nuts to desired position. | 1
b. Plumb each pilaster and fasten the |
pilaster to panel, | J‘J 4
«c. Establish door openings by setting | | ']
pilaster mounting bar to desired position |
on threaded rods. |
d. Tighten locking nuts on top of pilaster | A
mounting bars.
&. Fasten panel to wall brackets using 14

. Remove panel support device.

e

LOWER PILASTER
MINGE PORTION

m CARE AND MAINTENANCE OF
TOILET PARTITIONS

In erder to provide toilet partitions with the
proper care and maintenance, the following
i must be followed:

R R
vcal' HOOK

AN BUMPER

DOGA SToe
x;»o KEERFA

a. All surfaces must be kept clean with
water and a mild soap solution only.

WARNING

Under no cii hould these F
*Abrasive powders or pads * Water closet cleaners * Ceramic tile cleaners
*Solutions containing more than 1% by volume of ammonia

* Solutions containing acids or lye * S containing

be subj; to:

through bolts with barrel nuts, r \ -

B SLIDE LATCH ASSEMBLY

Q{\\\

sl
%
D
4

! ‘:% FIGURE & 1
r:/-

Install slide latch on door oppesite the hinge side of the
door. All slide latches should be mounted at mid-peint of
the door.

Inswing Doors

Mount the slide latch on to the door with step bolts and
barrel nuts. Install keeper and bumper on pilaster. Be
sure that the keeper and bumper is set so that the slide
bar of the slide latch engages the top notch of the keeper.
Install keeperfbumper with two step bolts and two barrel
nuts.

Qutswing Doors

Mount the slide latch onto the door.

install the stop and keeper on the pilaster. Be sure that

If the keeper is set so that the slide latch bar is only 1/4 inch
below the top edge of the keeper.

\“g Emergency Access
Mgy Lift door causing latch bolt to clear keeper and open.

m INSTALLATION PILASTER SHOES
Stainless Steel Shoe

a. Slide shoe over anchoring,
b. Attach usina vandal resistant screw.

FLOOR ANCHOR DETAIL

during new construction or renovation

to work progr
Is Important. Other trades and cleaning services may use agents

for ceramics and tiles that will damage these comy
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INSTALLATION / PHENOLIC

OVERHEAD BRACED

-
Accurate
Partitions

INSPECTION

“The components for this project have been
custom fabricated. They are guaranteed with
respect to manufacture and workmanship and
‘were inspected at the factory. Before beginning

work, the units should be inspected. If damage s

occurred in transit, report immediatefy to the [ ;

freight company or other agencies that may

have caused the damage. \J\ |

n POSITION PANEL =l
-~

OO AT TR = P
- . mauRet

B PILASTER

PREPARATION
a. Align "U" brackeis in position
on rear of pilasters. Refer to

§

iy >

i layout drawing.
FIGURE 3. b. Fasten "U" brackets to
pilasters with serews.

& Ptapw panul oni 3 support 12, ¢. Pilasters at wall do not require

%8

above the floor. N W
U" brackets, but should be
b. Set it into wall brackets but do [ prepared for wall (and floor
not fasten panel at this time.

¥ e

¥

a. Review the layout drawings and
package lists that have
accompanied this job.

b. Establish and mark pilaster center
line from back wall,

c. Establish and mark panel center
lines for wall brackets.

d. Establish pilaster floor anchor

from side wall fing
to shop drawings.(NOTE: anchors.
will be located 3/4" from edge of
pilaster)

&. Mark wall bracket holes using

-~ brackets as templates.

ﬂ INSTALL PILASTERS

a. Insert the leveling bolt into the
threaded insert at bottom of pilaster
b. Insert the pilaster into the shoe
¢. Level the top of all pilasters by
adjusting the leveling bolt to desired
position
Note: To determine how far to insert the
leveling bolt, find the highest point on the
floor, and fully insert the bolt on the pilaster
that will be mounted in that location. Adjust
all other leveling bolts accordingly.

B4 SATH FIIZHED
{f_ STANLESS STEEL SHOE

HOL SCREW
— Theassed insen

FIGURE 4

o — Livsing ot

E DOOR ASSEMBLY AND HANGING

| Conciete Screw

UPPERPILASTER
HINGE PORTION

LOWER PULARTTH
HINGE POATION

I“' FLOOR I “l .

SLIDE LATCH ASSEMBLY

WALL BRACKETS AND | NOTE: FLOOR MUST BE CONCRETE |
FLOOR BRACKETS

Before proceeding confirm that backing of walls
and floor is adequate to support secure mounting
of the toilet compartment units.
a. Drill holes for wall brackets and floor
. ings of iate size for part
fastening devices supplied.
b. Insert anchoring devices in walls and secure
wall brackets.
. Install wedge anchar, washer and nut into
concrete floor and tighten.

4 FGURE 2

SECURING PILASTERS TO PANELS
Pilasters must be both plumb and level. To assist in leveling,
headrail may be lightly positioned across adiacent pilasters.

v
e T i
BT

to panel using through bolts with -
position. 3 &

a. Plumb pilaster and fasten pilaster -
barrel nuts,
b. Establish bottom door openings by
setting pilaster mounting to desired
8
n HEADRAIL AND PANEL | bl
FASTENING L= e e
a. Leve| headrail from one compartmert to the ! \\

next by adjusting suppert nuts on threaded | J

anchors.
b. Tighten locking nuts on top of pilaster
mounting bars.
¢, Establish top door cpenings by drilling
holes through rear of headrail inlo pilasters
and secure with screws.
d. Fasten panel to wall brackets using through
bolis with barrel nuts.
e. Remove panel support device.
f. To insure rigidity install headrall between
end pilaster and wall by securing brackets
above and panel to headrail and on the
opposing wall surface.

Install slide latch on door opposite the hinge side of the
door. Al slide latches should be mounted at mid-paint of
the door.

Inswing Doors

Mount the slide [atch on to the door with step bolts and
barrel nuts. Install keeper and bumper on pilaster. Be
sure that the keeper and bumper is set so that the slide
bar of the slide latch engages the top nolch of the keeper.
" Install keeper/bumper with two step bolts and two barrel
nuts.

Outswing Doors

Mount the slide Iatch onto the door,

install the stop and keeper on the pilaster. Be sure that
the keeper is set so that the slide latch bar is only 1/4 inch

below the top edge of the keeper.
3 /@f Emergency Access
MISCELLANEOUS 1 2 CARE AND MAINTENANCE OF / ~ Lift door causing latch boit to clear keeper and open.
HARDWARE TOILET PARTITIONS X
a. Install door bumper (and hook) in In order provide toilet partitions with the proper care and maintenance, the following oo el
proper position. instructions must be followed. o
a, All surfaces must be kept clean with
water and a mild soap solution only. N \"\
The finish must be wiped dry following
cleaning.
v%m. m INSTALLATION PILASTER SHOES
Stainless Steel Shoe e
DoOR a. Slide shoe over anchoring.
/mn WEEPER
E B. Attach using vandal resistant screw. l
FIGURE 11
FLOOR N\l‘(:HUﬁ‘ DETAL
WARNING
] Under no ci t hould these ts be subjected to: Attention to work progress during new construction or renovation Is
“Abrasive p or pads * Water closet cl * Ceramic tile cl Important. Other trades and cleaning services may use agents for
MGURE 12 *“Solutions containing more than 1% by volume of ammonia ceramics and tiles that will d: ge these I
* Solutions containing acids or lye * i ining enzy
—
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INSTALLATION / PHENOLIC -

Accurate
FLOOR MOUNTED Partitions

| NOTE: FLOOR MUST BE CONCRETE |
INSPECTION LAYOUT WALL BRACKETS AND
FLOOR BRACKETS Before proceeding confirm that backing of walls

The components for this project have been X
custom fabricated, They are guaranteed with ! | a-RM";f'ﬁWW"@W and floor is adequate to support secure mounting
respect to manufacture and workmanship ] i T package 9‘5""*“‘:"3‘* of the toilet compartment units.
and were inspected at the factory. Before | §os | A . Drilloles for wall rackets and floor
beginning work, the units should be H Pt \ b. Establish pisek and : pilaster center ap e size for
inspected. If damage occurred in transit, AHRE l 3 'é":m’h"::‘ “‘d; ot fastening devices supplied.
report immediately to the freight company or + i | ‘-I_ m "b':':“:‘:"'“ b. Insert anchering devices in walls and secure
other agencies that may have caused the 10 t iy ; wall brackets. -
damage. . /[’/ N | d Establish pilaster floor anchor ¢ Install wedge anchor, washer and nut into
L,- \\ i ! from side wall g Gt concrete floor and tighten.
' to shop drawings.(NOTE: anchors L z
n POSITION PANEL Y o e
; “7 " e Mark wall bracket holes usi
‘ 3 o S i st e SECURING PILASTERS TO PANELS
o F ” % P Pilasters must be both plumb and level. ;
a. Plumb pilaster and fasten pilaster
to panel using through bolts with f
2 IJ wL E PILASTER IEI INSTALL PILASTERS g < 5
A L] PREPARATION " b. Establish bottom door openings
¥ q ) o e N} &S0 ahas chio | : " by setting pilaster mounting to " |
1, a. Align "U" brackets in position b. Thread support nuts and mounting washers desired position, / |
i - on rear of pilasters. Refer to over threaded rods to support pilaster ™ \
I poumea  [7 | layout drawing. mounting bar, B |
! b. Fasten "U" brackets to . At the floor position pilaster and mounting SECURING PANEL P “
4. Place panel on a support 12", n pilasters with screws. bar on wedge anchors and attach lightly . Tighten locking nuts of
above the floor. ‘K| ¢ Piasters at wall do nat require with square flat washer, lockwasher and 8 p?a::r munﬁrn\g b::‘ﬂf’ | | | i
b. Set it into wall brackets but do ' "U"brackets, but should be Inekine muit B Fa il ks Il | 'H |
not fasten panel at this time. | o= prepared for wall (and flcor using through bolts with f & |
EL-’?-TF' fastening) as required by iy % \
i { |
| A layout. .. Remove panel support device. |
I J RV Ay MOUNTING BAR H/ [ Il
: WASHER — - Wy if 1B
| wae -— WASHEH | | >
L Pt SUPPORT NUT e
L il FIGURE & ANCHOR (
o Fie s )
a DOOR ASSEMBLY AND HANGING FIGURE 5. TR r\l

FIGURE &

UPPER PRLASTER
HINGE PORTHON

SLIDE LATCH ASSEMBLY Install slide latch on door opposite the hinge side of the
door. All slide latches should be mounted at mid-point of

n the doer.

LOWER PRASTER

HINGE PORTION Inswing Doors
Mount the slide latch on to the door with step bolts and
barrel nuts. Install keeper and bumper on pilaster. Be

ﬁ sure that the keeper and bumper is set so that the slide
DOCA "y bar of the slide latch engages the top natch of the keeper,
Install keeper/bumper with two step bolts and two barrel
FIGURE 7. nuts.

QOutswing Doors
Mount the slide latch onto the door.

z"‘"""‘x‘ install the stop and keeper on the pilaster. Be sure that
the keeper is set so that the slide latch bar is only 1/4 inch
below the top edge of the keeper.

L

m PAC L AN m CARE AND MAINTENANCE OF PN Emergency Access

HARDWARE TOILET PARTITIONS /,_,,,, B B ok iy i A S

N . v ; : e
a. Install door bumper (and hook in ilnmm;ﬂ;:ae!mpamsmupmmammamm.mulmg e
proparposiion; a. All surfaces must be kept clean with
water and a mild soap solution only. ‘l.‘\
- The finish must be wiped dry g
vl CAT OO "J Toloning cibaning,
AN BNE

r INSTALLATION PILASTER SHOES
DO0R ST0R "] o
/IND WEEFER
E Stainless Steel Shoe L
1 i a. Slide shoe over anchoring.
B. Attach using vandal resistant screw. i
b
FIGURE 13

FLOOR ANCHOR DETAIL

FIGURE 12, WARNING
Under no cir i these F be subj; i to: Attention to work progress during new construction or renovation
*Abraslve powders or pads * Water closet cl *C Ic tile cl is important. Other trades and cleaning services may use agents
*Solutions containing more than 1% by volume of ammonia for ceramics and tiles that will d these p t:

* Solutions containing acids or lye * Solutions containing enzymes
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INSTALLATION / PHENOLIC

CEILING HUN

INSPECTION

The components for this project have been

custom fabricated. They are guarant

respect to manufacture and workmanship

and were inspecied at the factory. B
beginning work, the units should be
inspected. If damage occurred in tra
report i diately to the freight

B
Accp;ate
Partitions

E LAYOUT l STRUCTURAL SUPPORT BY OTHERS I
¥ a. Review the layout drawing and
eed with ¥ package lists that have accompanied

ST CONTE

efore

nsit,

other agencies that may have caused the

damage.

n POSITION PANEL

B

f I 3
an |..
L]
»,
wi " AP
i
FIGURE 2.

a. Place panel on a support 127,
above the floor.

b. Set it into wall brackets but do
not fasten panel at this time.

DOOR ASSEMBLY
AND HANGING

UPPER PLASTER
NG PORTON

MISCELLANEOUS
HARDWARE

a. Install door bumper (and hook) in
proper position.

or

s
| camrim oy

1

FIGURE 1

PILASTER
PREPARATION

a. Align "U” brackets in position
on rear of pilasters, Refer to
-~ layout drawing.
f b. Fasten "U" brackets to
[ | pilasters with screws.
m | ¢ Pilasters at wall do not require
PN “U" brackets, but should be
i prepared for wall (and floor
fastening) as required by
layout.

A v O Py anTER

FIGURE 4

LOWER PLASTER
WINGE PORTION

CARE AND MAINTENANCE OF

TOILET PARTITIONS

=

COAT HOOK
AND BUMPER

v

In order to provide toilet partitions with the

proper care and maintenance, the following

instructions must be followed:

a. All surfaces must be kept clean with
water and a mild soap solution only.

Water left on units for extended periods
will damage surface. The finish must be
wiped dry following cleaning.

. In high humidity areas the rooms must be
properly ventilated.

"Hosing down” or wet washing of these

b

o

this job.
b. Before proceeding, confirm that the

g
wall and ceiling is adequate to support
secure mounting of toilet compartment
units, e

. Confirm comect location and
condition of threaded ceiling rods.
These should project 2° to 2-1/2"
below the ceiling.

. Establish and mark pilaster and panel
center fines in relation to ceiling rod
locaticns,

. Mark wall bracket holes using
brackets as templates.

]

o

7

ﬂ INSTALL PILASTERS

a. Slide shoe onto pilaster.
b. Thread support nuts and mounting

WALL BRACKETS AND
FLOOR BRACKETS  getore proceeding confirm that backing of walls
ol and ceiling is adequate to support secure
- "~ mounting of the toilet compartment units.
2 > a. il holes for wall brackets and floor
ings of size for parti

| fastening devices supplied.

T v b. Insert anchaoring devices in walls and secure
4, | wall brackets,
| c. Pilaster at wall should be prepared for wall
| and ceiling fastening as required by
bt campartment layout. If ceiling fastening is
Y ey omitted, use three wall brackets.

SECURING PILASTERS
AND PANELS

Pilasters must be both plumb and level, ~
When erecting multi-compartment =1
installations adjustments should start with
center compariments. | ]
a. Level each pilaster by adjusting both f

washers over threaded rods to support nuts to desired position. e
support pilaster mounting bar. b. Plumb each pilaster and fasten the (‘:/'T R ﬁ
. Pesition pilaster and mounting bar on pilaster to panel. | | |

threaded rods and attach lightly with
square flat washer, lockwasher and
locking nut.

c. Establish door openings by setting
pilaster mounting bar to desired
position on threaded rods.

d. Tighten locking nuts on top of pilaster

B SLIDE LATCH ASSEMBLY

™

N\
7

Lt P
=

=y

-

e, Fasten panel to wall brackets using
through bolts with barrel nuts. 'Ij
f. Remove panel support device. |

bars.

FIGURE €

Install slide latch on door opposite the hinge side of the
door, All slide latches should be mounted at mid-point of
the door.

Inswing Doors

Mount the slide latch on to the door with step bolts and
barrel nuts. Install keeper and bumper on pilaster. Be
sure that the keeper and bumper is set so that the slide
bar of the slide latch engages the top notch of the keeper.
Install keeperfbumper with two step bolts and two barrel
nuts.

Outswing Doors

Mount the slide latch onto the door.

install the stop and keeper on the pilaster. Be sure that
the keeper is set so that the slide latch bar is only 1/4 inch
below the top edge of the keeper.

Emergency Access
Lift door causing laich bolt to clear keeper and open.

Stainless Steel Shoe

a. Slide shoe over
anchoring.

units may cause water absorption and b. Attach using vandal
damage. resistant screw,
e. For maximum protection, periodic
DOOR STOR jcati i
/nm nsu?r_u aPplIﬁllOl’l o(gny standard furniture wasx
E will be beneficial.
WARNING
Under no cir hould these comp be subj d to: Attention to work progress during new construction or renovation
*Abrasive powders or pads * Water closet cleaners * Ceramic tile cleaners Is important. Other trades and cleaning services may use agents
*Solutions containing more than 1% by volume of ammonia for ceramics and tiles that will these
* Solutions containing acids or t
.| =h 9 e .
FIGURE 12,
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