
KB3000-AHL 3-Part Specification  
 

A. Surface-Mounted Adjustable Height Changing Station :   
1. Basis of Design:  Model KB3000-AHL as 

manufactured by Koala Kare Products, a Division of 
Bobrick. 

2. Safety: Unit tested to meet ISO 60601 and ISO 17966 
Unit shall have a battery backup system to safely 
operate changing bed in the event of a power 
interruption.  

3. Unit designed to have redundancy by being equipped 
with two chains for height adjustability.   

4. Emergency Stop: Unit is equipped with emergency 
stop to break power to actuator in an emergency  

5. Powered-Height Adjustability: Electronically 
adjustable from 12” (300mm) to 41” (1041mm).  Unit 
has two sets of electronic controls: located on face of 
wall cover; and, on front of changing bed in open, 
down position.  Optional control pendant available for 
height adjustment 

6. Front Safety Guard: One-hand operation. Guard shall 
lock in raised position along front side of changing 
bed.  Guard shall have dip in top edge to facilitate 
caregiver reaching over guard to change 
patient.  Guard shall rotate and lock under changing 
bed in stored position. 

7. Weight Capacity: Tested to support 500 lbs (227 Kg). 
static load. 

8. Durability: Cycle tested through range of motion 
28,000 times at 500lbs. Stress tested to 100,000 
cycles with 500lbs. bounce load test. Meets IK10 
impact rating.  

9. Cleaning: The unit shall be designed and tested to 
meet IPX4 rating and shall have no exposed 
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wiring/cables for disinfecting and cleaning. Unit can be 
hosed without compromising the electronics 

10. Frame: Shall be constructed of 2” powder coated steel 
tubing. 

11. Changing Bed: Surface shall be 75-1/4”(1911mm) 
long, 31-1/2”(800mm) wide.  Can be raised and 
lowered with one-hand. Produced from UHMW PE 
1000 to be cut resistant while providing hammock for 
comfort. Surface shall be designed to be replaceable 
in the field.   

12. Warranty: Three year limited warranty on parts; one 
year on labor. 

13. Electrical: The unit shall operate at 24V / via 120V 
wall outlet. It shall include a grounded power cord and 
have a splash proof control system rated at IPX4.   

14. Optional security lap strap. 
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