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ABOUT US 
Victory Fire & Gas INC is a manufacture of full range fire extinguishers including stored 

pressure portable fire extinguishers , gas cartridge operated portable fire extinguishers, 
CO2 fire extinguishers as well as mobile trolley extinguishers with international approvals 
UL, USCG, ULC, as well as DIN EN3, EN1866, MED, GS approved extinguishers. 

We are also producing various different industrial aluminum gas cylinders, valves etc. 
Production under ISO9001 with international approvals UL, ULC, USCG, DOT, CE, EN3, 

EN1866, MED GS .... 
You are welcome to visit our web site http://www.victoryfiregas.com or contact our sales 

for more product information. 
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Capaclly(lb/kg) 

Cylinder Dlameter(in/mm) 

Height(in/mm) 

Wldth(ln/mm) 

Discharge Tlme(s) 
-

Fire Rating 

Extinguisher Weigh1(Iblkg) 

Packing Size(L < W X H)(inlmm) 6.30 

Working Pressure(psl/bar) 

Operation Temperature(F/C) 

UL list File Number 

Marine Type 

USCG Approval Number 

®LISTED 
LISTED 

1SO9001 
USCG 

ABC DRY CHEMICAL 

FEATURES: 
Suitable for Class ABC Fires 

Aluminum Valve 

Stainless Steel Handles 

Deep Drawn Steel Cylinder With Phosphate 

Treatment and Powder Coated 

High Performance Multipurpose Ory Chemical Powder 

100% Helium Leak Tested 

Production Under ISO9001 Quality System 

@usuo 
LISTED USCG 

TECHNICAL SPECIFICATION 

2.5(1.13) 5(2.27) 10.5(4.76) 20(9.07) 

345(85) 4,33(110) 5.51(140) 7.16(182) 

14 37(365) 17,32(440) 20.16(512) 23.62(600) 

6.102(1551 8.9(226) 9.21(234) 10.63(270) 

9 14 22 23 

1-A:10-B:C 3-A:40-8:C 4-A-60-8:C 6-A:80-8:C 

5,69(2.58) 9.943(4 51) 17.97(8.15) 32.606(14.79) 
-

• 4.13X 14.96(160 X 105 �380) 7 48 X5.32)<18 11(190X 135X460) 7 09><5.91 20.87(180> 150 • 530) B 27 7.48X24,41(210' 190 <620) 

195(13.44) 195(13.44) 195(13.441 195(13.44) 

-40-120(-40-49) -40-120(-40-49) -40-120(-40-49) -40-120(-40-49) 

EX 26837 EX 26837 EX 26837 EX 26837 

B:C Size I A Size II B:C Size I A.Size II B:C Size II A Size II B:CSize Ill 

162.028 EX 26837 162.028 EX 26837 162 .028 EX 26837 162.028 EX 26837 

• Transport Classification: Non-Flammable.Non-Toxic Gas. UN No.1044 Class 2.2 
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Capacity(lblkgl 

Cylinder Olametcr(inlmm) 

Height(ln/mm) 
--

Width(inlmm) 

Discharge Tlme(s) 

Fire Rating 

Extinguisher Weight(lblkg} 

Packing Slte(L x W x H)(ln/mm) 

Working Pressure(psllbar) 
-

Operation Temperature(F/C) 

UL list FIie Number 

Marine Type 

USCG Approval Number 
-

HEAVY DUTY 
ABC DRY CHEMICAL 

FEATURES: 
Suitable for Class ABC Fires 

Brass Valve 

Stainless Steel Handles 

Deep Drawn Steel Cylinder With Phosphate 

Treatment and Powder Coated 

High Performance Multipurpose Dry Chemical Powder 

100% Helium Leak Tested 

Production Under ISO9001 Quality System 

@usuo 
LISTED USCG 

TECHNICAL SPECIFICATION 

2.5(1. 13) 5{2,27) 

3,45(85) 4.33(110) 

14.37(365) 17 32(440) 

6. 102(155) 8.9(226) 

9 14 

1-A:10-8:C 3-A:40-8'.C 

5.97(2.71) 10.273(4 ,66) 

6.30X4 13X 14.96(160X 105 380) 7.48X 5.32X 18.11(190'><' 135X460) 

195(13.44) 195(13.44) 
-

-40-120(-40-49) -40-120(-40-49) 

EX 26837 EX 26837 

B:CSizel A Size II B:C Size I 

162.028 EX 26837 162.028 EX 26837 

10.5(4.76) 

5.51(140) 

20 16(512) 

9.21(234] 

22 

4-A:60-8:C 

18.38(8.34) 

7 09 • 5,91 X 20,87(180 1sox 530} 

195(13,44) 

-40-120(-40-49) 

EX 26837 

A Size II B:C Size II 

162.028 EX 26837 

20(9,07) 

7 16(182) 
---

23.62(600) 
-

10.63(270) 
-

23 

6-A:BO-B:C 

33.025(14.98} 

8.27X748 24.41(210 • 190X620) 

195(13.44) 

-40-120(-40-49) 

EX 26837 

A Size II B:C Size Ill 

162 028 EX 26837 

-

-

• Transport Classification: Non-Flammable,Non-Toxlc Gas. UN No.1044 Class 2.2 
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Capaclty(lblkg) 

Cyllndor Dlameter(inlmm) 

Height(in/mm) 

Width(ln/mm) 
-

Discharge Time(s) 

Fire Rating 

Ex!lnguisher Weigh1(1blkg) 
-

Packing Size(L xw X H)(inlmm) 

Working Pressure(psl/bar) 

Operation Temperature ( FIC) 

UL lis1 File Number 

Marine Type 
-

USCG Approval Number 
-

®LISTED 
LISTED 

1SO9001 
USCG 

ABC DRY CHEMICAL 
HEAVY DUTY/PREMIUM 
STAINLESS STEEL 

FEATURES: 
Suitable for Class AB C Fires 

Brass Valve 

Stainless Steel Handle 

St,;iinless Steel Cylinder 

High Performance Multipurpose Dry Chemcial Powder 

100% Helium Leak Detected. 

Production Under ISO9001 Quality System 

@usTE.D c �us @ 

TECHNICAL SPECIFICATION 

2.5(1.13) 5(2.27) 

3,45(85) 4.33(110) 

14 17(360) 17.12(435) 

6.102(155) 8.9(226) 

9 14 

1-A.10-B:C 3-A:40-B:C 
--- ---

5.36(2.43) 9.79(4,11) 
-

6.30X4 13X17 76(160 • 105X375) 7.48X5.32X 17.91(190X 135 "455) 
-

195(13.44) 195(13.44) 

-40-120(-40-491 •40 120 1-40 49> 

EX 26837 EX 26837 

I I 

I I 
-

10.5(4,76) 

5.51(140) 

19.96(507) 

9.21 (234) 

22 

4-A:60•B:C 

16.94(6 69) 

7.09X5.91 X20.67(180X 150X 625) 

-40 

195(13.44) 

120 <-40 

EX 26837 

I 

I 

49> 

• 

20(9.07) 
-

7.16(182) 

23.22(590) 

10.63(270) 
-

23 
-

6-A:80-B:C 
-

33.56(15,23) 

8.27X7.48X 24.01(210>< 190X610) 
� -

195(13.44) 

-40 120 < -40 49) 

EX 26837 

I 

I 

• Transport Class,ficat,on: Non-Flammable,Non-Tox,c Gas. UN No.1044 Class 2.2 
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HIGH FLOW 
ABC DRY CHEMICAL 
HEAVY DUTY (PREMIUM) 
MODEL: PD2DLBHF-S 

STANDARD COMPLIED: ANSI/UL298 

FEATURES: 
Suitable for Class AB C Fires 

Brass Valve 

Stainless Steel Handle 

Stainless Steel Cylinder 

High Performance Multipurpose Dry 

Chemcial Powder 

100% Helium Leak Detected. 

Production Under ISO9001 Quality System 

@�L LISTED c@us
LISTED 

TECHNICAL SPECIFICATION 

Capaclty(lb/kg) 20(9.07) 

Cylinder Diameter(lnlmm) 7.16(182) 

Helght(ln/mm) 23.62(600) 

Wldlh(ln/mm) 10.63(270) 

Discharge Tlme(s) 15 

Fire Rating 3-A:40-B:C 

Extinguisher Weight(lb/kg) 33.58(15 23) 

Packing Size(L W><H)(inlmm) 8.27 "7.48 )(24.41(210 190 620) 

Working Pressure(psl/bar) 195(13.44) 

Operation Temperature(F/C) -40-120(-40-49) 

UL list File Number EX 26837 

Marine Type I 

USCG Approval Number I 

• Transport Classification: Non-Flammable.Non-Toxic Gas. UN No.1044 Class 2 .2
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@usno 

HIGH FLOW 
ABC DRY CHEMICAL 
HEAVY DUTY 
MODEL: PD2DLBHF 

STANDARD COMPLIED: ANSI/UL29B 

FEATURES: 
Suitable for Class ABC Fires 

Brass Valve 

Stainless Steel Handle 

Deep Drawn Steel Cylinder With 

Phosphated treated And Powder Coated. 

High Performance Multipurpose Dry 

Chemclal Powder 

100% Helium Leak Detected. 

Production Under IS09001 Quality System 

®LISTED c@us 
LISTED USCG 

TECHNICAL SPECIFICATION 

Capaclty(lblkg) 20(9.07) 

Cylinder Diameler(inlmm) 7.16(182) 

Helght(ln/mm) 23.62(600) 

Widlh(lnlmm) 10.63(270) 

Discharge Tlme(s) 15 

Fire Rating 3-A:40-8:C 

Extinguisher Welght(lb/kg) 33,025(14.98) 

Packing Size(L x W H)(inlmm) 8 27 7.48 24.41(210 190 620) 

Working Pressure(psl/bar) 195(13.44) 

Operation Temperature(F/C) -40-120(-40-49) 

UL list FIio Number EX 26837 

Marine Type A Size II B.CS1ze Ill 

USCG Approval Number 162 .028 EX 26837 

• Transport Classification: Non-Flammable,Non-Toxic Gas. UN No.1044 Class 2.2 

05 
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http:f/www.victoryfiregas.com 

CARBON 
DIOXIDE 

FEATURES: 
Suitable for Class Band C Fires 

Brass Valve 

Stainless Steel Handle 

Aluminum Cylinders 

100% Leakage Detected 

Production Under ISO9001 

Quality System 

®LISTED c@us 
LISTED USCG 

TECHNICAL SPECIFICATION 

I 
Capacily(lblkg) 5(2.27) 10(4.54) I 15(6,8) 20(9,07) 

-- -

Cyllnder Olameter(ln/mm) 5.24(133] 6.89(175) 8(203) 

Height(ln/mm) 17 13(435) 29,92(760) 35.82(910) 36.02(915) 

Wldth(lnlmm) 8,07(205) 11 42(290) 12 40(315) 
-- -

Discharge Tlme(s) 9 10 I 14 18 

Fire Rating 2-B:C 10-B:C 10-B:C 

Exlln91Jl�h9r Wvlgl>t(ll;>lkg) 13,29(6,03) 26.7(12.11) I 36,04(16.35) 47,97(21 76) 

Packing Size(L xw H)(lnlmm) 7.67 X5.7 17.72(195 145><450) 11.62 X7.28 X20,08(295 185 510) 11.62>< 7.28> 26.77(295 185�680) 12.8"8.44X2717(325 '215X690) 

Discharge Range(ft/m) 4-8(1,2-2.4) 4-8(1,2-2,4) 4-8( 1.2-2.4) 

Operation Temperature(FIC) -22-120(-30-49) ·22-120(-30-49) -22-120(-30-49) 

UL list FIie Number EX 27916 EX 27916 EX 27916 

Marine Type I B:CS,zel B:CSize II I 

USCG Approval Number I 162.028 EX 27916 I 

• Transport Classification. Non-Flammable,Non-Tox1c Gas. UN No.1044 Class 2.2 
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®LISTED 
LISTED USCG 

WET 
CHEMICAL 

FEATURES: 
Suitable for Class AK Fires 

Brass Valve 

Stainless Steel Handle 

Stainless Steel Cylinder 

Stainless Steel Dip Tube 

100% Helium Leak Detected. 

Production Under ISO9001 

Quality System 

@usno c@us
LISTED 

TECHNICAL SPECIFICATION 

� ,'.' :,·.,-,,I'•""" 
-

-
- 'r;,,,r.r,;r, II !i"J'if.f• 

Capacity(gal/1) 2,5(9.46) 1.6(6) 
--

Cylinder Dlameter(inlmm) 7.07(179.5) 7 .07(179.5) 
- --

Height(in/mm) 24.80(630) 19.30(490) 

Widlh(ln/mm) 9.65(245) 9.65(245) 

Dischargo Tlme(s) 101 51 

Fire Rating 1-A:K 1-A:K 

Extinguisher Welghl(lbfkg) 31.75(14.40) 21.56(9. 76) 

Packing Slze(L WXH)(inlmm) 7 .46 X 7 .46X 25.39( 190 190X645) 7 46 7,46X 19.68(190X190X505) 

Working Pressure(psilbar) 100(6.9) 100(6.9) 

Discharge Range(ft/m) 10-13(3-4) 10-12(3-3.6) 

Operation Temperature(F/C) 40- 120(4.4-49) 40-120(4.4-49) 

UL 11st Fire Number EX 28016 EX 26016 

Marine Type I I 

USCG Approval Number I I 

• Transport Classification:Non-Flammable Non Toxic Gass UN No.1044 Class 2.2 

07 
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Model Number 

Capaclty(gal/I) 

Cylinder Dlameter(lnlmm) 

Helght(lnlmm) 

Wldth(lnlmm) 

Discharge Tlme(s) 

Fire Rating 

Extinguisher Welght(lblkg) 

Packing Slze(U<Wx H)(in/mm) 

Working Pressure(psllbar) 

Discharge Range(ftlm) 

0 peration Temperature(F/C) 

UL list Fire Number 

Marine Type 

USCG Approval Number 

• Transport Ciass1ficauon:Non-Flammable.Non Toxic Gass. UN No. 1 044 Class 22 

08 

WATER 

FEATURES: 
Suitable for Class A Fires 

Brass Valve 

Stainless Steel Handle 

Stainless Steel Cylinder 

Stainless Steel Dip Tube 

100% Helium Leak Detected. 

Production Under ISO9001 

Quality System 

@usTED c@us 
LISTED 

WT2.5GAL 

2.5(9 46) 

7 ,07(179.5) 

24.80(630) 

9.65(245) 

55 

2-A 

28.66(13) 

7 48X7 4S.X25.39(190X 190X645) 

100(6.9) 

45-55(13,7-16.8) 

40-120(4,4-49) 

EX 28235 

I 

J::J.� 

--- -
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-� - WATER MIST 

� � � !mtllt' 
Capaclty(gal/1) 

Cylinder Olameter(lnlmm) 

Height(inlmm) 

Width(lnlmm) 

Discharge Tlme(s) 

Fire Rating 

Edlngulsher Weight(lb/kg) 

Packing Size(L "W Hl(lnlmm) 

Working Pressure(psl/bar) 

Discharge Range(ftlm) 

Operation Temperaturo(F/C) 

UL 11st FIie Number 

Marine Type 

USCG Approval Number 

- .

INSTRUCTIONS 
........ 
....... 

� - \IC�_ 
2.5(9.46) 

7.07(179.5) 

27 76(705) 

9.65(245) 

78 

2-A:C 

29 76(13.5) 

7 48X7,48X28.35(190 19QX720) 

100(6.9) 

10-12(3-3.6) 

40-120(4-49) 

EX 28801 

I 

I 

• Transport Classification: Non-Flammable,Non-Toxic Gas. UN No.1044 Class 2.2 

09 

®LISTED 
LISTED USCG 

WATER MIST 
• MR CONDITIONAL

This extinguisher has been demonstrated
to pose no known hazards In an MRI
environment of 7-Tesla or less. 

• Contains de-ionized water providing protection
in"clean room", telecommunication, and 
hospital-type facilities.

FEATURES: 
Suitable for Class A and C Fires 
Brass Valve Stainless Steel Handle 
Stainless Steel Cylinder 
100% Helium Leak Tested 
Production Under ISO9001 
Quality System 

@usuo 

-

. -

LIUEO 

- !-�
1.6(6) 

7 .07(179.5) 

24.6(625) 

9.65(245) 

40 

2-A:C 

20.63(9.36) 

7 48>"7.48X25.19(190 

100(6.9) 

10-12(3-3.6) 

40-120(4-49) 

EX 28801 

I 

I 

190X640) 

ISO9001 
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WATER BASED AGENT 
Bl AVD BATTERY FIRE EXTINGUISHER 

MODEL: AVDGL 

STANDARD COMPLIED WITH: ANSI/ULB 

·-

Ell @usno 
LISTED 

Developed for Lithium-ion Battery Fire 
Protection 
UL Component Recognized agent (EX28697) 

AVD Effectively suppresses 

It cools and prevents propagation 

Encapsulates to prevent re-ignition 

AVD agent has been tested as effective on Lithium battery fires 

based on NTA8133 

FEATURES: 
• Effectively extinguishes Class A Fires

• Insulation properties prevent propagation 

• Can be effectively used as a fire break

• Environmentally friendly, natural mineral based agent

• Stainless steel Cylinder/Brass Valve with stainless handles 

• 100% helium leak tested

• Production ISO9001 compliant 

• AVD agent has local & global certification 

• UL list file number- EX29073 

TECHNICAL SPECIFICATION 

Capacity/ gal(IL) 1.6(6) 

Cylinder Diameter/ ln(/mm) 7.16(182) 

Height/ ln(/mm) 19.30(490) 

Width/ ln(lmm) 9.65(245) 

Discharge Tlmo Is 72 

Fire Rating 1-A 

E1tllngulsher Weight I lb(/kg) 25.42(11.53) 

Packing Slzo(L W H)/ln(/mm) 7.48 7.48 19,88(190X190 505) 

Working Prossure / psl(lbar) 195(13.44) 

Discharge Range I ft(lm) 10-12(3-3.6) 

Operation Temperature/ F(IC) 40�120(4�49) 

UL llstFlle Number EX29073 

Marino Typo I 

USCG Approval Number I 

• Transport Classification: Non-Flammable,Non-Toxic Gas. UN No.1044 Class 2 ,2 

OISCLAIMER;The loll0wlng cflS.Clalmer I• rorall V.olory F,re anti Gas lnep,rcdut:t::; includmg, b4J1 nol limited tor:iortabl8'flre e:ii:hnginsh&r5, fire QJ;llngutJ.hlng agunt and app,t1ralus V1clory Fire and Gas Lncdooa 
no1 accept respons1bll11Y or warr1.1n1 performance fOf pa,t used V1clory fire onO Gas Inc extin9ulstiers or for ttio� dam99ed by �napproprrote storage or handling (please see user 1ns1r1>ol1ons ror 
recommel'Kted prnctlc,e) Handhe,ld llre exongu1shers a,e for hrst response !lnltlal low fer04;lty) f1ref1gh1Ulg and ore not suned fDr lar{I� o, deep-se-at&d fires V.c1ory Fire ill'\ci Gas rnc does nol accept 
1e-:spon$ibrlity f<>f loss or dam.age lo property o-r hutmm life when Victory Fi,o and Gas l"c producls are usod and wo do not i;,lve guarantee, or wtHranty. or suggest. ot lmpl.)' that the V1t::lory Flrn and Gas 1,nc 
produc.t& wilt e:dmg!Ash aJI ftres, regardless or rint type oror:lg1n.. We onl)' confirm U'telAVO Fire- agent has Mon 3rd party perfotrrwnc.e hlls•eci agatn.sla s:etor performance cnletia reJatJng to llth1um Belt&ry 
fires Funher 1nr0rm3t1on relating to this 1tsl1ng can be fo�ncf on 1he website www victoryftregas.com or oontaC1 Viclory Fne end Gas. Inc d1rec11y Ol'I ,nfo@Ykcioryflre9-E1s.com V.ctory Fire and Gas Inc sllell 
have no t1ablUly for anydarnege c.aund b)' the cu1otomer s tellure lo observa, guidelines set out in the product u&er mstructlon:s. Thhs doetj nol affm::I U,e customar"s 1i,letutory rlgh1s 
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WATER BASED AGENT 
2l AVD BATTERY flRE SUPPRESSION DEVICE 

MODEL: AVD2L 

Developed for Lithium-ion Battery Fire 
Protection 

UL Component Recognized agent (EX28697) 

AVD Effectively suppresses 
It cools and prevents propagation 

Encapsulates to prevent re-ignition 

AVD agent has been tested as effective on Lithium battery fires 

based on NTA8133 

FEATURES: 
• Effectively extinguishes Class A Fires
• Insulation properties prevent propagation 
• Can be effectively used as a fire break 

• Environmentally friendly, natural mineral based agent

• Stainless steel Cylinder/Brass Valve with stainless handles 
• 100% helium leak tested
• Production 1SO9001 compliant 
• AVD agent has local & global certification 

TECHNICAL SPECIFICATION 

Capacity/ gal(IL) 0.52(2) 

Cylinder Diameter/ ln(/mm) 4.33(110) 

Height/ ln(/mm) 17.3(440) 

Width/ ln(lmm) 8.3(210) 

Discharge Tlmo Is 24 

Fire Rating I 

E1tllngulsher Weight I lb(/kg) 9.3(4.23) 

Packing Slzo(L W H)/ln(/mm) 7 48 4 72 17.9(190 120 455) 

Working Prossure / psl(lbar) 195(13.44) 

Discharge Range I ft(lm) 9. 8-11 8(3-3.6)

Operation Temperature/ F(IC) 40�120(4�49) 

UL llstFlle Number I 

Marino Typo I 

USCG Approval Number I 

• Transport Classification: Non-Flammable,Non-Toxic Gas. UN No.1044 Class 2 .2 

OISCLAIMER;The lollOwlng cflS.Clalmer I• rorall V.olory F,re anti Gas lnep,rcdut:t::; includmg, b4J1 nol limited tor:iortabl8'flre e:ii:hnginsh&r5, fire QJ;llngutJ.hlng agunt and app,t1ralus V1clory Fire and Gas Lncdooa 
no1 accept respons1bll11Y or warr1.1n1 performance fOf pa,t used V1clory fire onO Gas Inc extin9ulstiers or for ttio� dam99ed by �napproprrote storage or handling (please see user 1nw1.>ol1ons ror 
recommel'Kted prnctlc,e) Handhe,ld llre exongu1shers a,e for hrst response !lnltlal low fer04;lty) f1ref1gh1Ulg and ore not suned fDr lar{I� 0, deep-se-at&d fires V.c1ory Fire ill'\ci Gas rnc does nol accept 
1e-:spon$ibrlity f<>f loss or dam.age lo property o-r hutmm life when Victory Fi,o and Gas l"c producls are usod and wo do not i;,lve guarantee, or wtHranty. or suggest. ot lmpl.)' that the V1t::lory Fire and Gas 1,nc 
produc.t& wilt e:itlmg!Ash aJI ftres, regardless or rint type oror:lg1n.. We onl)' confirm U'telAVO Fire- agent has Mon 3rd party perfotrrwnc.e hlls•eci agatn.sla s:etor performance cnletia reJatJng to llth1um Belt&ry 
fires Further 1nr0rm3t1on relating to this 1tsl1ng can be fo�ncf on 1he website www victoryftregas.com or oontaC1 Viclory Fne end Gas. Inc d1rec11y Ol'I 1rtfo@Ykcioryflre9-E1s.com V.ctory Fire and Gas Inc sllell 
have no t1ablUly for anydarnege c.aund b)' the cu1otomer s tellure lo observa- guidelines set out in the product u&er mstructlon:s. Thhs doetj nol affm::I U,e customers 1i,letutory rlgh1s 
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070200005 
10LB 

070200008 070200007 070200010 
2.illl.5"'L�--+--------,.2-ec0L�B,........---6�L�2.5Gal ecW�al,....e""""Cr b-a-se-d�M�o�de�l----ts 

ZX-017-018A ZX-017-018 ZX-017-017 
-+--�- No 

ZX-017-012 ZX-017-016 ZX-017-039 
-NO- -NO-

070100032 
2.5LB,5LB 

zx-01s-os2.oo 
NO 

�-1. 

070LOOQ!Q__ 
2.5LB 

ZX-016-022 
YES 

070100033 
5LB, 10LB 

ZX-016-088-00 
NO 

lli" 
1·rn 

- NO NO -NO 

070100034 
20LB 

-zx-of6-os1-oo 
NO 

,{ 
070100028 

SLB --
ZX.016-084-00 

NO 

2800001 
SLB 

ZX-CV-5LB-01 
NO 

11 1i 
010100011 010100012 010Tooofa 2aoo□-02 

ZX-016-023 ZX-016-024 ZX-CV-10LB-01 
YES ____ �----�Y_E�S _____________________ N_O ____ _ 

YES NO 

12 

2.SLB

5LB 
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ISO 9001 
LISTED USCG 

SLB Ca bi net For Fire Extinguisher {Roll Edge) 

Model Number 
Drawing Number 
SKU 
Material 
Thicknes�mm) 

lnstallat,on 
Dimension Available Imm) 

-Dimension Ava,tabte(ln) 

Embedded 
350 150 695 

14 6 27.5 
All sizes are adJuslable according to your specified design OEM&ODM ava,leble 

1· 5LB Cab, net For Fire Extlngutsher (Straight Edge) 1
,w., •• 111 

Medel Number CBSSSE05 
Drawing Number ZX-CB-56-DOA 
SKU 290100006 

M8lerial Stainless Steel 
Ttilckness( mm) 1 0 & 1 2 

- -

Surface Treatment Polishing 
Installation Embedded 
Dimension Avatlable(mm) 350,150 695 
Dimension .Avaitable(1n) 14X6•27.5 

All sizes are adJuslable according lo your specified des,gn OEM&ODM avallable 

10LB Cabtnet For Fire Extinguisher !Roll Edge) 

Model Number 
Drawing Number 
SKU 
Materiel 
Thickness( mm) 
Surface Treatment 
lnslallal1on 
Dimension AvaIla ble (mm) 

CBSSRE10 
ZX-CB-56-006 

10010160 
Stainless Steel 

10&12 
Polishing 

-+----- -------1 
Embedded 

350 180 695 

o,mens,on Available(m) 14 7 27 .5 
All sizes are adJUStable according to your specified design OEM&ODM available 
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��a� 
�� VICTORY FIRE & GAS INC. 
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5LB Cabinet For Fire Exllngulsher (StraIgh1 Edge) 

Model Number _____ 
-t-

_ 
Draw,ng Number 
SKU 
Material 

- -Thickness( mm) 
Surface Treatment 
lnsIallahon 

290100004 

-----+--
Steel 

_ +---
10 

____ spray plasllc(whlle_J __ 
Wall-Mountable 

D,mensmn Ava1lable(mm) 
Dlmens,on Ava1lable(in) 

210 150 480 
8.5 6> 19 

All sizes are adjustable according to your specified deS1gn OEM&ODM available 

1 OLB Cabinet For F,re Extinguisher (Straight Edge) 

Model Number 
Drawing Number 
SKU __ 
Material 
Thickness( mm) 

ZX-CB-55-00A 
1�173 

Steel 

Surface Treatment Spray Plaslic(white) 
lnslallauon Wall-Mountable 
DImens10n Ava,table(mm)_

-,-
____ 24

-::
0
c-: 

180 • 635 
Dimension Avallable(,n) 9.5� 

All sizes are adjustable acco;dl�g to your specified design OEM&ODM ava,lable 
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FOR MORE INFORMATION PLEASE CONTACT: 
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